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T8620

T8611

T8602

•24V, Flyback Structure

•PWM Dimming Control

•External MOSFET

•PF > 0.9, Efficiency > 0.8

•Below 25Watts

•SOT23-6/SOP8

•24V, PSR Structure

•TRIAC Dimming Control

•External MOSFET

•PF > 0.95, Efficiency > 0.83

• 3~25 Watts

•SSOP16

•Sample Out: 2012/3/31

T8608

Non-isolation

Isolation

T8606

•800V, PSR Structure

•TRIAC Dimming Control

•Embedded MOSFET

•Embedded Start-up Circuit

•PF > 0.95, Efficiency > 0.83

•Below 7 Watts

•Sample Out 2012/7/31

•100V Process

•Linear Type

•24V, PSR Structure

•PWM Dimming Control

•TRIAC Dimming Control

•External MOSFET

•PF > 0.9,  Efficiency > 0.85

•3~50 Watts

•3.3V Power Supply

•Sample Out 2012/5/30

Phase:

Plan

Design

Production

T8613
•450V Process

•Linear Type

•For HVLED

~Q4’11 Q2’12 Q4’12 Q2’13Q1’12 Q3’12 Q1’13

Road Map of AC/DC LED Driver Products

2002~2011 ready

In Silicon

feature



3

T8302

Road Map of DC/DC LED Driver Products

T6322/T6333

T6331

•24V Process

•SEPIC Controller

•Max. Current : 2A

•External MOSFET

T8301

•60V Process

•Buck Converter

•Max. Current : 1A

•Sample out:2011/12/31

T8303

•30V Process

•Buck Controller/converter

•Max. Current : 3A

T8305

•60V Process

•Buck Converter

•Max. Current : 500mA

•RGB 3 Channel Driver

T8311/T8312/T8313

•60V Process

•Linear (Analog) Type

•Max. Current : 500mA

•1ch/2ch/4ch, 20mA ~ 500mA

•5V Process

•SEPIC Controller

•Max. Current : 1A

•External MOSFET

Linear Type

T6311/T6316

T6335/T6340

~Q4’11 Q2’12 Q4’12 Q2’13Q1’12 Q3’12 Q1’13

T8306

•60V Process

•Buck-Boost Controller

•Max. Current : 2A

•External MOSFET

•Allegro A6267 like

T8304

•30V Process

•Buck Converter

•Max. Current : 2A

•For CCTV

2002~2011 ready

In Silicon

feature


